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What We Have:

1.Equipment:
RE
Leading CNC machining center. Equipped with 12 CNC machine tools, and the Japanese brother machine SPEEDIO

series model S500Z1, to ensure that the mechanical processing of high efficiency, high quality, high precision, for
our production, technology research and development to provide a solid backing.

1T RECRIEENANFL,. o T 12683 IITHIR , BRABAbrothertflIRSPEEDIORSIHAIELSS500Z1
BRI A IS, BR. SREE  NEMNEF. AR RHETHEE.

2.Team:
Z1BA

We have 3 professional production departments with 9 production lines : 13 sets of advanced high frequency VNA and
completed high and low temperature equipments .Scientific supplier management system guarantees our production
orderly processed .

BRIATEE IR REFERSD | TETREF IR , SIHEINCHISMERAEBNENNREL13E8 , EESEEUINE
BlYEs , FREL TRIFROMNEEERER | REEFRIBREFHT.

3.Certification :
TAUE

Our company has established a strict design, production and quality management processes, and passed the
ISO9001: 2000 international quality system certification. Our confidence in the quality of every product delivered to our
customers is based on a complete quality assurance system.

EF-mERERRIESE , FIATRRMY 7 8a%Rt AF-fmEERE , FINFEE T 1IS09001:2000 EFRRERFRIAE. FHilxd
RPEFPNE—MHT R RERNE O A BIRERIEFTZ . B, ZMNBOTREADNERRSIVE |, HAIRRER
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THE NTERNATINAL CERTICATION NETWORK.

QUALITY MANAGEMENT SYSTEM
Cl

CERTIFICATE

Web: www.keenlion.com/ www.keenlion.com.cn
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POWER DIVIDER/coMBINER
e/ A%




Mcrostrip Power Divider /##1h4> 88 from 0.01Ghz to 40Ghz

Features:

* Miniaturization,Compact structure,High quality
NBUE, HEE, BRE

¢ High isolation,Low insertion loss and VSWR

=11 il i) ceenlion Microwave
R, (R, (EIEH - =&
» power DIvIEEE™
. e . . oKD
* Customized specification and outline 1861

$EHRAT E g - W; i
4 3
®* RoHS compliant / ISO9001:2008 Certificate/ ISO14001:2004

o on Al
1809001 :2008 R EIAIE. 1S014001: 2004IF4HIAIE. TFARoHSHRAE .

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTEA, EMEHRUARBEER

Freg. Range Insertion Loss VSMR  Isolation Amp. Balance Phase Balance Input Power Connector
(MHz) (dB.Max) (Max) (dB.Min) (dB.Max) (Deg.Max) (Watts.Max)
KLPD-0.7/3-2S 700-3000 2 0.6 1.2:1 24 0.2 2 30 SMA-F
KLPD-0.7/3-3S 700-3000 3 0.9 1.4:1 22 +0.6 / 30 SMA-F
KLPD-0.7/3-4S 700-3000 4 0.8 1.3:1 20 0.4 +4 30 SMA-F
KLPD-0.7/3-6S 700-3000 6 1.2 1.4:1 18 +0.6 15 30 SMA-F
KLPD-0.7/3-8S 700-3000 8 1.5 1.4:1 18 +0.6 4 30 SMA-F
KLPD-0.7/3-12S 700-3000 12 2.0 1.4:1 18 0.8 S 30 SMA-F
KLPD-0.7/3-16S 700-3000 16 2.0 1.5:1 18 0.8 15 30 SMA-F
KLPD-0.5/4-2S 500-4000 2 0.5 1.25:1 20 +0.2 2 30 SMA-F
KLPD-0.5/4-4S 500-4000 4 1.0 1.4:1 18 0.4 +4 30 SMA-F
KLPD-0.5/4-8S 500-4000 8 1.8 1.5:1 16 0.5 15 30 SMA-F
KLPD-0.5/6-2S 500-6000 2 1.0 1.6:1 15 +0.3 13 30 SMA-F
KLPD-0.5/6-4S 500-6000 4 1.8 1.5:1 15/18 0.5 +5 30 SMA-F
KLPD-0.5/6-8S 500-6000 8 1.8 1.5:1 18 0.5 15 30 SMA-F
KLPD-0.5/6-16S 500-6000 16 3!5 1.5:1 18 +1.0 +8 30 SMA-F
KLPD-2/8-2S 2000-8000 2 0.6 1.3:1 20 0.3 13 30 SMA-F
KLPD-2/8-3S 2000-8000 3 1.0 1.3:1 18 +0.6 +6 30 SMA-F
KLPD-2/8-4S 2000-8000 4 1.4 1.4:1 18 +0.3 +3 30 SMA-F
KLPD-2/8-6S 2000-8000 6 1.5 1.5:1 18 0.7 18 30 SMA-F
KLPD-2/8-8S 2000-8000 8 1.8 1.6:1 18 0.5 15 30 SMA-F
KLPD-2/8-16S 2000-8000 16 2.6 1.6:1 18 +0.8 +8 30 SMA-F
KLPD-1/8-2S 1000-8000 2 0.6 1.4:1 18 +0.4 +4 30 SMA-F
KLPD-1/8-3S 1000-8000 S 1.0 1.6:1 18 0.5 +5 30 SMA-F
KLPD-1/8-4S 1000-8000 4 1.6 1.5:1 18 +0.4 +4 30 SMA-F
KLPD-8/12.4-2S 8000-12400 2 0.6 1.4:1 18 0.3 13 30 SMA-F
KLPD-8/12.4-4S 8000-12400 4 1.2 1.5:1 18 +0.4 15 30 SMA-F
KLPD-8/12.4-8S 8000-12400 8 1.4 1.5:1 18 +0.6 16 30 SMA-F
KLPD-6/18-2S 6000-18000 2 0.8 1.4:1 18 0.3 16 30 SMA-F
KLPD-6/18-4S 6000-18000 4 1.2 1.6:1 18 +0.6 16 30 SMA-F
KLPD-6/18-6S 6000-18000 6 1.5 1.7:1 18 0.5 +6 30 SMA-F
KLPD-6/18-8S 6000-18000 8 1.5 1.8:1 16 +0.6 +8 30 SMA-F
KLPD-2/18-2S 2000-18000 2 1.2 1.5:11 18 0.5 +5 30 SMA-F
KLPD-2/18-4S 2000-18000 4 2.0 1.71 18 0.8 +8 30 SMA-F
KLPD-2/18-8S 2000-18000 8 3.8 1.9:1 15 +1.0 +10 30 SMA-F
KLPD-1/18-2S 1000-18000 2 1.5 1.5:1 16 0.4 15 30 SMA-F
KLPD-1/18-4S 1000-18000 4 2.6 1.7:1 16 +0.6 16 30 SMA-F
KLPD-1/18-8S 1000-18000 8 4.0 1.7:1 16 +0.9 12 30 SMA-F
KLPD-0.4/26.5-2S | 400-26500 2 4.0 1.5:11 16 0.3 +4 30 SMA-F
KLPD-0.4/26.5-4S | 400-26500 4 5.2 1.6:1 16 +0.4 16 30 SMA-F
KLPD-6/40-2S 6000-40000 2 1.5 1.6:1 16 0.5 +4 30 SMA-F
KLPD-6/40-4S 6000-40000 4 25 1.65:1 16 +0.6 15 30 SMA-F

&S
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Resistance Power Divider /& [E81h4 28 from DC to 18Ghz

Features:

* Miniaturization,Compact structure,High quality
N, BEEE, SRE s

K Hz
-2000M!
,,c 241106467

» Wide Frequency Range,Low insertion loss and VSWR o
TS, RIRFE, (RIER §

® Customized specification and outline
He R A E

* RoHS compliant / 1ISO9001:2008 Certificate/ ISO14001:2004
1809001 : 2008 FREIAIE. 1S014001: 2004FFFIAIE. FF&RoHSARME

o Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTER. EIMEEUARBIREIR

Freq. Range Way Insertion Loss VSMR Amp. Balance = Phase Balance Input Power Connector
(MHz) (dB.Max) (Max) (dB.Max) (Deg.Max) (Watts.Max)

KLPD-DC/3-2S DC-3000 2 610.5 1.2:1 +0.2 +2 0.5 SMA-F
KLPD-DC/3-3S DC-3000 3 9.5+0.5 1.2:1 +0.4 5 0.5 SMA-F
KLPD-DC/3-4S DC-3000 4 12+0.5 1.2:1 +0.4 5 0.5 SMA-F
KLPD-DC/3-5S DC-3000 5 14+0.5 1.2:1 +0.4 5 0.5 SMA-F
KLPD-DC/3-6S DC-3000 6 16+0.5 1.2:1 +0.4 5 0.5 SMA-F
KLPD-DC/3-6S DC-3000 6 16+0.5 1.2:1 / / 0.5 SMA-F
KLPD-DC/6-2S DC-6000 2 6+0.9 1.4:1 / / 0.5 SMA-F
KLPD-DC/6-3S DC-6000 3 9.5+1.5 1.5:1 / / 0.5 SMA-F
KLPD-DC/6-4S DC-6000 4 12+2.0 1.6:1 / / 0.5 SMA-F
KLPD-DC/6-5S DC-6000 5 14+£2.5 1.6:1 / / 0.5 SMA-F
KLPD-DC/6-6S DC-6000 6 16+£3.0 1.6:1 / / 0.5 SMA-F
KLPD-DC/18-2S DC-18000 2 611 1.6:1 +0.5 +10 0.5 SMA-F
KLPD-DC/18-3S DC-18000 3 9.5+1.2 1.7:1 +0.5 +10 0.5 SMA-F
KLPD-DC/18-4S DC-18000 4 12+1.5 1.7:1 +0.5 +10 0.5 SMA-F

LC/Core Power Divider /#ii5/LCIh4> 88 from 1 to 2500Mhz

Features:

* Miniaturization,Compact structure,High quality
NBME, EHEE, BRE

* Wide Frequency Range and Low insertion loss
T, (RIRFE
* Customized specification and outline

$EHR AT TEH
Freq. Range Way Insertion Loss  VSMR Isolatign Amp. Balance Phase Balance Input Power Connector
(MHz) (dB.Max) (Max) (dB.Min) (dB.Max) (Deg.Max) (Watts.Max)

KLPD-1/1000-2S 1-1000 2 1.4 1.7:1 18 0.3 12 0.5 SMA-F
KLPD-1/1000-3S 1-1000 3 2.0 1.8:1 15 +0.5 +5 0.5 SMA-F
KLPD-1/1000-4S 1-1000 4 2.0 1.7:1 15 +0.8 +12 0.5 SMA-F
KLPD-5/2500-2S 5-2500 2 2.1 1.9:1 15 0.5 +2 0.5 SMA-F
KLPD-5/2500-4S 5-2500 2 21 1.9:1 15 +0.5 12 0.5 SMA-F
KLPD-10/1800-2S 10-1800 2 1.6 2.2:1 18 +0.3 / 2 SMA-F
KLPD-10/1800-4S 10-1800 4 4.0 2.8:1 18 +0.4 / 2 SMA-F
KLPD-10/1800-8S 10-1800 8 6.0 2.8:1 18 +0.7 / 2 SMA-F
KLPD-30/130-16S 30/130 16 7.5 2.8:1 16 2 / 2 SMA-F
KLPD-55/85-3S 55/85 3 0.7 1.3:1 15 +0.1 +1 0.5 SMA-F
KLPD-60/80-16S 60/80 10 3.0 1.8:1 15 1.2 +30 2 SMA-F

3 & &
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DIRECTIONAL COUPLER
E [EIFA 5 A

ﬂ' Keenlion Microwave
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Stripline Directional Coupler /HiR&E @& R from 0.07Ghz to 18Ghz

Features:

* RoHS compliant / ISO9001:2008 Certificate/ ISO14001:2004
1S09001: 2008 FREIAIE. 15014001 : 20043FEHIAIE, 5 ARHSHRAE

* Customized specification and outline
He#m A E

* Miniaturization,Compact structure,High quality
NEUME, SRR, BRE

* High isolation,Low insertion loss and VSWR
EheE, EFE, JIEK

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTEA, EEHRUARBEER

Freq. Range Coupling Ripple Insertion Loss  VSMR Directivity Input Power .
(MHz) (dB.Max) (dB.Max) CERYENS) (Max) (dB.Max)  (Watts.Max)
KLDC-70/500-10N 70-500 Uni 10+ 2.5 / 0.9 1.31 12 100 N-F
KLDC-70/500-20N 70-500 Uni I5E815 / 0.7 1.3:11 10 100 N-F
KLDC-70/500-20N 70-500 Uni 20+ 3.5 / 0.5 1.311 10 100 N-F
KLDC-0.8/2.5-5N 800-2500 Uni 5+ 1.0 0.5 24 1.3:11 20 100 N-F
KLDC-0.7/2.7-6N 700-2700 Uni 6+ 0.8 +0.6 1.9 1.25:1 20 100 N-F
KLDC-0.8/2.5-7N 800-2500 Uni 7+ 1.0 0.5 1.5 1.3:11 20 100 N-F
KLDC-0.7/2.7-10N 700-2700 Uni 10+ 1.0 0.8 0.95 1.25:11 20 100 N-F
KLDC-0.7/2.7-15N 700-2700 Uni 15+ 1.0 1.5 0.5 1.25:1 20 100 N-F
KLDC-0.7/2.5-20N 800-2500 Uni 20+ 1.0 +1.8 0.4 1.25:1 20 100 N-F
KLDC-0.8/2.5-25N 800-2500 Uni 25+1.2 +1.8 0.35 1.25:1 18 100 N-F
KLDC-0.8/2.5-30N 800-2500 Uni 30+ 1.5 +1.8 0.35 1.311 18 100 N-F
KLDC-0.6/3.9-10S 600-3900 Uni 10+ 1.0 +1.0 1.2 1.3:11 16 30 SMA-F
KLDC-0.6/3.9-20S 600-3900 Uni 20+1.3 +1.0 0.5 1.3:1 16 30 SMA-F
KLDC-0.6/3.9-30S 600-3900 Uni 30+ 1.5 +1.0 0.5 1.3:1 18 30 SMA-F
KLDC-0.5/6-10S 500-6000 Uni 10+ 1.0 +1.0 1.0 1.4:1 14 30 SMA-F
KLDC-0.5/6-10S-D 500-6000 Dual 10+ 1.0 +1.0 2.0 1.4:1 18 30 SMA-F
KLDC-0.5/6-20S 500-6000 Uni 20+ 1.0 +1.3 0.5 1.4:1 14 30 SMA-F
KLDC-0.5/6-30S 500-6000 Uni 30+ 1.5 2.0 0.4 1.4:1 14 30 SMA-F
KLDC-1/4-6S 1000-4000 Uni 6+ 0.7 +1.0 1.9 1.2:1 20 30 SMA-F
KLDC-1/4-10S 1000-4000 Uni 10+ 1.0 +1.0 1.0 1.25:1 20 30 SMA-F
KLDC-1/4-20S 1000-4000 Uni 20+ 1.0 +1.2 0.4 1.25:1 20 30 SMA-F
KLDC-1/4-30S 1000-4000 Uni 30+ 1.2 +1.5 0.4 1.3:11 20 30 SMA-F
KLDC-2.4/5.8-5N 2400-5800 Uni 5+1.0 +1.0 24 1.4:1 15 50 N-F
KLDC-2.4/5.8-7N 2400-5800 Uni 7+1.0 +1.0 1.9 1.4:1 15 50 N-F
KLDC-2.4/5.8-10N 2400-5800 Uni 10+ 1.0 +1.2 1.4 1.4:1 15 50 N-F
KLDC-2.4/5.8-12N 2400-5800 Uni 12+ 1.0 +1.2 1.1 1.4:1 15 50 N-F
KLDC-2.4/5.8-20N 2400-5800 Uni 20+ 1.0 +1.3 1.0 1.4:1 15 50 N-F
KLDC-2.4/5.8-20N 2400-5800 Uni 20+ 1.0 +1.3 1.0 1.4:1 15 50 N-F
KLDC-2/8-6S 2000-8000 Uni 6+ 1.0 +1.0 2.0 1.311 18 30 SMA-F
KLDC-2/8-10S 2000-8000 Uni 10+ 1.0 +1.0 1.0 1.3:11 18 30 SMA-F
KLDC-2/8-17S 2000-8000 Uni 17£1.0 +1.4 0.8 1.3:1 14 30 SMA-F
KLDC-2/8-20S 2000-8000 Uni 20+ 1.0 +1.2 0.5 1.3:1 20 30 SMA-F
KLDC-2/8-30S 2000-8000 Uni 30+ 1.0 +1.2 0.4 1.311 20 30 SMA-F
KLDC-2/18-10S 2000-8000 Uni 10+ 1.0 +1.6 1.2 1.5:11 12 30 SMA-F
KLDC-2/18-16S 2000-8000 Uni 10+ 1.0 +1.6 1.0 1.5:11 12 30 SMA-F
KLDC-2/18-20S 2000-8000 Uni 20+ 1.0 +1.6 0.6 1.5:1 12 30 SMA-F
KLDC-2/18-30S 2000-8000 Uni 30+ 1.0 +1.6 0.8 1.5:11 12 30 SMA-F
KLDC-2/18-30S 2000-8000 Uni 30+ 1.0 +1.6 0.8 1.5:1 12 30 SMA-F
KLDC-0.5/18-10S 2000-8000 Uni 10+ 1.8 +1.6 2.5 1.6:1 5 30 SMA-F
KLDC-0.5/18-20S 2000-8000 Uni 20+ 1.8 +1.6 1.8 1.6:1 5 30 SMA-F

Copyright by Sichuan Keenlion Microwave Technology CO,.Ltd 2017




Cavity Directional Coupler /izixE @384 8 from 0.7Ghz to 2.7Ghz

Features:

¢ High Power Handling,High quality
SR, BRE

* High isolation,Low insertion loss and VSWR
EhRE, KRR, KIER

* Customized specification and outline
FEARAT E

* RoHS compliant / 1ISO9001:2008 Certificate/ ISO14001:2004
1509001 : 2008 BIAME. 15014001 : 2004 R IAE. 1F& RoHSHR

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERATER., EMEZURBEINER

Freq. Range Coupling Ripple Insertion Loss  VSMR Directivity Input Power

(MHz) Type (dB.Max) (dB.Max) (dB.Max) (Max) (dB.Max) (Watts.Max) Connector

KLDQ-0.8/2.5-5NA 800-2500 Uni 5+ 0.6 0.6 2 1.2:1 20 200 N-F
KLDQ-0.8/2.5-6NA 800-2500 Uni 6+ 0.6 0.6 1.6 1.2:1 20 200 N-F
KLDQ-0.8/2.5-7NA 800-2500 Uni 7+ 0.6 +0.6 1.3 1.21 20 200 N-F
KLDQ-0.8/2.5-10NA 800-2500 Uni 101 e 0.8 1.2:1 20 200 N-F
KLDQ-0.8/2.5-12NA 800-2500 Uni 1241 +1 0.6 1.21 20 200 N-F
KLDQ-0.8/2.5-15NA 800-2500 Uni 151 +1 0.35 1.2:1 20 200 N-F
KLDQ-0.8/2.5-20NA 800-2500 Uni 20+1 +1 0.25 1.2:1 20 200 N-F
KLDQ-0.8/2.5-20NA-D | 800-2500 Dual 20+1 24| 0.4 1.3:1 20 200 N-F
KLDQ-0.8/2.5-25NA 800-2500 Uni 25+1 +1 0.25 1.2:1 20 200 N-F
KLDQ-0.8/2.5-30NA 800-2500 Uni 30+1 ehl 0.25 1.2:1 20 200 N-F
KLDQ-0.8/2.5-35NA 800-2500 Uni 35+1 +1 0.25 1.21 20 200 N-F
KLDQ-0.8/2.5-40NA 800-2500 Uni 40+1.2 +1.2 0.25 1.2:1 20 200 N-F
KLDQ-0.8/2.5-50NA 800-2500 Uni 50+1.2 +1.2 0.25 1.2:1 20 500 DIN-F

Base Station Coupler /sitia4 88 from 0.7Ghz to 2.7Ghz

Features:

* High Power Handling,High quality

BhE, aRE
* High isolation,Low insertion loss and VSWR
ErEE, KIRFE, R

* Customized specification and outline
FEARAT E

* RoHS compliant / 1ISO9001:2008 Certificate/ ISO14001:2004
1809001 : 2008 FREIAIE. 1S014001: 2004FFFIAIE. FFARoHSHRME

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
EBRATEAR., BMEEURBEINER

Freq. Range Coupling Ripple Insertion Loss  VSMR Directivity Input Power

(MHz) Type (dB.Max) (dB.Max) (dB.Max) (Max) (dBMax)  (Watts.Max) SIS Ll
KLDQ-0.8/2.5-30N 800-2500 Uni 30+1.2 +1 0.25 1.2:1 20 500 DIN-F
KLDQ-0.8/2.5-35N 800-2500 Uni 3541 e 0.25 1.2:1 20 500 DIN-F
KLDQ-0.8/2.5-40N 800-2500 Uni 40+1.2 +1.2 0.25 1.2:1 20 500 DIN-F
KLDQ-0.8/2.5-50N 800-2500 Uni 50+1.2 +1.2 0.25 1.2:1 20 500 DIN-F
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HYBRIDS
FEA7F




3dB Hybrid Coupler /34 #f from 0.07Ghz to 18Ghz

Features:

* RoHS compliant / ISO9001:2008 Certificate/ ISO14001:2004
1S09001: 2008 FREIAIE. 15014001 : 20043FEHIAIE, FFARHSHRME

* Customized specification and outline
He#nA) E

* High isolation,Low insertion loss and VSWR
EhRE, IKIRFE, KIER

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
EBRATER. EMEZURBEINER

Freq. Range Insertion Loss  Ripple VSMR Isolation  Operation Temp Input Power

. Type Connector
(MHz) (dB.Max) (dB.Max) (Max) (dB.Max) (‘C) (Watts.Max)
KDC-70/500-3dB-N 70-500 15 +1 1.4:1 20 -30 ~+70 100 Cavity N-F
KDQ-900-3dB-N 800-1000 0.3 11 1.2:1 25 -30 ~ +70 100 Stripline N-F
KDQ-1900-3dB-N 1880~1920 0.3 +0.5 1.2:1 25 -30 ~ +70 100 Stripline N-F
KDC-698/2700-3dB-S | 698-2700 0.3 +1 1.25:1 22 -30 ~ +70 100 Stripline | SMA-F
KDQ-0.8/2.5-3dB-NA 800-2500 1 +1 1.3:1 25 -30 ~ +70 100 Stripline N-F
90° 3dB Hybrid /90° H# from 0.07Ghz to 18Ghz
Features:

* RoHS compliant / ISO9001:2008 Certificate/ ISO14001:2004
1809001 : 2008 R EIAIE. 1S014001: 20043F4HIAIE. TFARoHSHRAE

* Customized specification and outline
He#m A) E

* High isolation,Low insertion loss and VSWR
EhRE, IR, RIER

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTER. BIMEEUARBRIR

Freq. Range Insertion Loss  Ripple VSMR Isolation Operatjon Temp Input Power Degree Connector
(MHz) (dB.Max) (dB.Max) (Max) (dB.Max) (‘C) (Watts.Max)
KDC-70/500-3dB-N 70-500 15 +1 1.4:1 20 -30 ~+70 100 90° N-F
KDQ-900-3dB-N 800-1000 0.3 2] 1.2:1 25 -30 ~ +70 100 90° N-F
KDQ-1900-3dB-N 1880~1920 0.3 +0.5 1.2:11 25 -30 ~ +70 100 90° N-F
KDC-698/2700-3dB-S | 698-2700 0.3 +1 1.25:1 22 -30 ~ +70 100 90° SMA-F
KDQ-0.8/2.5-3dB-NA | 800-2500 1 +1 1.3:1 25 -30 ~ +70 100 90° N-F
180° 3dB Hybrid /180° B from 0.07Ghz to 18Ghz
Features:

* RoHS compliant / 1ISO9001:2008 Certificate/ ISO14001:2004
1S09001: 2008 FTEIAIE. 15014001: 2004FMFIAIE. FFARoHSHRE

* Customized specification and outline
FE Al ZE il

* High isolation,Low insertion loss and VSWR
EheE, KiFE, KK

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
BEBRATER., EHNEEUARBEIER

Freq. Range Insertion Loss  Ripple VSMR Isolation Operatjon Temp Input Power Degree o
(MHz) (dB.Max) (dB.Max) (Max) (dB.Max) (‘C) (Watts.Max)
KDC-1/2-3dB-S-180 1000-2000 0.5 +0.8 1.3:1 20 -30 ~ +70 100 180° SMA-F
KDC-2/4-3dB-S-180 2000-4000 0.5 +0.8 1.3:1 20 -30 ~ +70 100 180° SMA-F
KDC-3/3.5-3dB-S-180| 3000-3500 0.5 0.8 1.3:1 20 -30 ~ +70 100 180° SMA-F
KDC-5/12-3dB-S-180 | 5000-12000 0.7 +1.0 1.4:1 18 -30 ~ +70 100 180° SMA-F

&S
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FILTER
511&\5&%%

Filter
KBF-137/2.5-Q75
£:132-142MHz
SIN:BF140905837

rowave Techlonogy Co-Ltd




Band-pass filter /#i& &5 % from 5Mhz to 18Ghz
Features:
* High rejection,Low insertion loss

A, RA5E

* Tempurature stablized,Hold specifications at thermal extremes.
MBRPIREN, BESERTRIFEFETT

® Customized specification and outline
it k|

®* RoHS compliant / ISO9001:2008 Certificate/ ISO14001:2004
1809001 :2008 R EIAIE. 1S014001: 2004 F4HIAIE. TFARoHSHRAE

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTEA. EMEHRUARBEER

Center Freq. .4 . Insertion Lose Ripple  Return Loss Rejection Despription  Connector
(MHz) (dB.Max) (dB.Max)  (dB.Min) (Min)
KBF-325/10-Q6S 325 10 1 0.5 18 40dB @f0+25MHz Cavity SMA-F
KBF-550/10-1 550 10 0.8 0.3 18 40dB @f0+15MHz Cavity SMA-F
KBF-600/200-S6 600 200 0.5 0.5 18 60dB@1000-2100MHz Cavity SMA-F
o " @DC-822MHz
KBF-829.5/845.75-1 845 '75 15 1 0.5 20 30dB @837-844MHz Cavity SMA-F
: : @847.5-2600MHz
50dB @500-860MHz; )
KBF-C10-T5 875 10 1 0.8 20 45dB @890-960MHz Cavity SMA-F
KBF-G6-2b 912 6 2 2 20 35dB @f0+6MHz Cavity SMA-F
907.5 15 @890-898MHz
KBF-900/945-S 952.5 15 25 25 14 35dB @935-943MHz Cavity SMA-F
KBF-JL-S4 1060 60 0.4 0.4 18 50dB @2000MHz Cavity SMA-F
KBF-15000/6000-1 1500 600 0.8 0.8 18 65dB @24000-35000MHz Cavity SMA-F
KBF-D20-T1 1815 20 1.2 1.2 19 30dB @f0+20MHz Cavity SMA-F
KBF-PHS-17A 1901 12 0.7 0.7 20 25dB @f0+16MHz Cavity SMA-F
KBF-2100/5-Q4 2100 5 1.5 1.5 14 30dB @f0+15MHz Cavity SMA-F
30dB @f0+15MHz; )
KBF-W60-T3 2110 10 1 0.5 20 50dB @f0+45MHz Cavity SMA-F
40dB @2150MHz;
KBF-2450/300-S7 2450 300 1 1 14 50dB @2900MHz; Cavity SMA-F
65dB @2000&3000MHz
3.5dB @2468MHz;
KBF-2472/6-1 2472 6 3 1 14 30dB @2452+11&2484+2.5;| Cavity SMA-F
45dB@2432+2.5MHz
KBF-2530/500-S11 2530 500 0.6 0.5 14 50dB @2000&2900MHz Cavity SMA-F
KBF-WG5290/40-06 5290 40 1 1 15 20dB @f0+40MHz Cavity SMA-F
KBF-6150/640-J13 6150 640 1 0.5 14 65dB @5650&6640MHz Cavity SMA-F
KBF-8000/3000-J7 8000 3000 2 1 9.5 60dB @13000-19000MHz Cavity SMA-F
KBF-9000/6000-J9 9000 6000 1 1 11 20dB @5000&13000MHz Cavity SMA-F
KBF-9400/7.5-Q4 9400 7.5 35 1.5 14 65dB @9100MHz Cavity SMA-F
KBF-11000/6000-J13 [ 11000 6000 1 1 7.5 60dB @16000-25000MHz | Cavity SMA-F
@4000-16000MHz ) SMA-F
KBF-18017/500-S5A | 18017 500 0.8 0.8 18 50dB @20000-36000MHz Cavity (Removable)
50dB@17000MHz; )
40dB @29250MHz; .
KBF-30450/620-J5A 30450 620 25 1 12 60dB @28300-28800MHz Cavity SMA-F/M
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High-pass filter /=i&iE5 % from DC to 18Ghz

Features:
* High rejection,Low insertion loss
A, (RiREE

* Tempurature stablized,Hold specifications at thermal extremes.
MBRIHIRENY, BESETRFEIEAE

Highpass Filter|
KHF-4.5/18-25

* Customized specification and outline
it bt

® RoHS compliant / ISO9001:2008 Certificate/ ISO14001:2004
1S09001: 2008 FREIAME. 15014001 : 2004IRIBIAIE. FFERoHSHRE

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTEA, EMEHRUARBEER

Passband

Insertion Loss

Return Loss

Rejection

Despripti
(MHz) (dB.Max) (dB.Min) (Min) espription - Connector
KHF-3.0-2S 3000-13000 1.5 9.5 40dB @DC-2700MHz Microstrip SMA-F
KHF-016-2N 1600-6000 1 9.5 50dB @DC-1100MHz Microstrip N-F

Low-pass filter /KBS

Passband

from 5Mhz to 18Ghz

Insertion Loss

Return Loss

Rejection

(MH2) (dB.Max) (dBMin) (Min) Despription Connector
KLF-5/806-1 5-806 1.5 10 60dB @890-960MHz Cavity SMA-F
KLF-DC/894-2S DC-894 1 15 70dB @1760-2668MHz Cavity SMA-F
KLF-2.7/3.1-2N 2700-3100 1.5 14 15dB @5400-6200MHz Microstrip SMA-F
KLF-3.0-2S-2 40-3000 1.5 / 40dB @330-5000MHz Microstrip SMA-F
KLF-155-28 DC-15500 1 15 45dB @19.6-22GHz Microstrip SMA-F

Waveguide filter /% SiEi5:5 from 5Mhz to 18Ghz

Center Frequency Passband Insertion Loss Return Loss Rejection

(MHz) (MHz) (dB.Max) Al (dB.Min) (dB.Min) CTPEE
KBF-WG3700/200-1 3700 200 1 1 12 25 @f0+150MHz WR229
KBF-WG6.25G-Q4S 6250 40 15 1.5 12 35 @f0+90MHz SMA-F
KBF-WG10000/50-04 10000 50 1 1 12 60 @f0+500MHz SMA-F
KBF-WG11900/440-06 11900 440 1 1 14 80 @f0+1500MHz SMA-F/WR75

Notch filter /paEE 25

from 5Mhz to 18Ghz

Notch Band Rejection Passband Insertion Loss ~ Return Loss -
(MHz) (dB.Min) (MHz) (dB.Max) (dB.Min) Despription ~ Connector
DC~1870 . .
KTF-1880/1915-Q9S 1880-1915 60 1925-4000 6 11 Microstrip SMA-F
KTF-2593/194-1S 2496-2690 40 DC-2446 18 95 Microstrip | SMA-F
2740-4000
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MULTIPLEXER/COMBINER
2T/ ame

12



Duplexer /| T from 300Mhz to 18Ghz

Features:

¢ High isolation,Low insertion loss and High quality
=R, Kink, sRE

* Customized specification and outline
Fe R A E

* Good price , good quality and fast delivery
INE, BRit, HER

* RoHS compliant / ISO9001:2008 Certificate/ ISO14001:2004
1809001 :2008 R EIAIE. 1S014001: 2004 F4HIAIE. TFARoHSHRAE

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTEA. EMEHRUARBEER

L;::;Z?f;;;’ ?S:stf:gjii();y Insertion Lose Ripple Return Loss Isolation Connector
(MHz) (MHz) (dB.Max) (dB.Max) (dB.Min) (Min)

KDX-229/235-1 228-230 234-236 18 18 18 70 SMA-F
KDX-382.5/392.5-1QN 380-385 390-395 15 0.8 18 95 N-F

KDX-452.5/462.5-1 450-455 460-465 1.8 18 18 80 SMA-F
KDX-698/728-Q6N 698-716 728-746 18 15 16 50 N-F

KDX-SMR-16 813.5-818.5 858.5-863.5 2 1 18 95 SMA-F
KDX-C10-1 825-835 870-880 2 0.9 18 90 SMA-F
KDX-CG/DW-1 820-960 1710-2170 0.4 0.3 18 80 N-F

KDX-C/PCS-1 12?3:?‘;?0 1:?2:?230 1 0.6 18 31 SMA-F
KDX-G35-1 880-915 925-960 1 1 18 60 SMA-F
KDX-D75-6 1710-1785 1805-1880 1 1 18 85 SMA-F
KDX-DCS1800/UMTS-1 1;;8:1;22 ;??g:;?gg 15 0.6 18 31 SMA-F
KDX-PCS-30 1850 -1910 1930-1990 16 16 17 90 SMA-F
KDX-WCDMA-11 1910-1980 2110-2180 1 1 18 80 SMA-F
KDX-1920/2170-Q6S 1920-1980 2110-2170 1 0.6 18 95 SMA-F
KDX-2050/2225-Q6 2030-2070 2200-2250 25 0.6 18 65 SMA-F
KDX-2270/2600-Q6N 2220-2320 2550-2650 1 1 18 70 N-F

KDX-WLAN24-4A 2402-2422 2442-2462 16 16 18 85 SMA-F
KDX-2432/2480-3N 2402-2462 2477.5-2540 16 12 18 65 SMA-F
KDX-2450/5512.5-2 2400-2500 5150-5875 0.5 0.5 18 50 SMA-F
KDX-M35-Q7C 3399.5-3453.5 3499.5-3553.5 12 0.5 19 75 SMA-F
KDX-4500/4900-Q8S 4400-4600 4800-5000 15 1 18 70 SMA-F
KDX-4525/4825-1B 4500-4550 4800-4850 2 1 18 60 SMA-F
KDX-5190/5580-Q4 5170-5210 5560-5600 25 13 18 90 SMA-F
KDX-5754/5846-1A 5725-5783 5817-5875 2 2 15 55 SMA-F
KDX-5950/6020-Q8 5950-5970 6000-6040 25 13 18 70 SMA-F
KDX-WG7224/7661-1 7124-7324 7561-7761 1 1 16 90 BJ70

KDX-9000/11000-S6 8800-9200 10800-11200 1 0.2 15 80 SMA-F
KDX-WG13615/14250-1A|  13400-13830 14150-14350 2 2 14 55 N-F
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Triplexer /=12 from 300Mhz to 18Ghz

Features:

¢ High isolation,Low insertion loss and High quality
=R, Kik, sRE

* Customized specification and outline
He R A E

* RoHS compliant / ISO9001:2008 Certificate/ 1ISO14001:2004
1S09001: 2008 FREIAIE. 1S014001: 20043 FEEIAIE. & ROHSHRHE

* Good price , good quality and fast delivery
INME, B, LRk

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTEA, EMEHRUARBEER

Port 3 Insertion Loss  Ripple  Return Loss Isolation  Connector
(MHz) (dB.Max) (dB.Max)  (dB.Min) )

KCB-CDMA/PHS/WLAN-2 800-960 1710-2170 2400-2500 0.5 0.3 18 80 N-F
KDX-872.5/942.5/1960-1 851-894 925-960 1930-1990 0.8 0.6 18 80 N-F
KCB-GSM/DCS/TD-1 885-954 1710-1825 2010-2025 0.6 0.4 18 80 N-F
KCB-GSM/PHS/WLAN-1 885-960 1900-1910 2400-2500 0.6 0.4 18 80 N-F
KCB-GSM/DCS/3G-4 890-960 1710-1880 1920-2170 1.0 0.6 18 80 DIN-F
KCB-PHS/3G-6 1900-1910 2010-2025 2110-2170 1.5 1.0 18 40 N-F
Multiplexer /2 T2 from 300Mhz to 18Ghz

Port 2 Port 3 Port 4 Insertion Loss Ripple Return Loss Isolation Connector
(MHz) (MHz) (MHz) (dB.Max)  (dB.Max) (dB.Min) (Min)

KCB-U7C/CELL-01 824-849 869-894 776-787 746-757 2.5 1.0 18 70 N-F
KCB-CELL/AWS-01S 824-849 869-894 1710-1755 2110-2155 3.0 1.0 18 70 SMA-F/N-F
KCB-U7C/AWS-01S 776-787 746-757 1710-1755 2110-2155 3.0 1.0 18 70 SMA-F/N-F
KCB-U7C/PCS-01 746-757 776-787 1850-1910 1930-1990 3.0 1.0 18 70 SMA-F/N-F
KCB-C/G-4A 825-835 870-880 909-915 956-960 25 25 18 80 SMA-F
KCB-GSM/DCS/3G/ 1920-1980

WLAN-2 885-954 1710-1825 2110-2170 2400-2484 25 25 18 80 SMA-F

Port 1 Port 2 Port 3 Port 4 Port 5 I. L. Ripple R.L. |[solation Connector
(MHz) (MHz) (MHz) (MHz) (MHz) (dB.Max) (dB.Max) (dB.Min)  (Min)
KCB-1574-001 746-787 824-894 1850-1990 | 1710-1780 |2110-2180 1.3 0.6 18 60 N-F

Port 1 Port 2 Port 3 Port 4 Port 5 Port 6 I.L. Ripple R.L. Isolation Connector

) ) ) ) (MHz) (MHz)  (dB.Max) (dB.Max) (dB.Min) (Min)

04KCB-CELL/AWS

824-849 | 869-894 | 1710-1755 | 2110-2155 |2305-2315 [2350-2360| 0.6 0.3 15 30 N-F
/WCS-7N
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COMPONENT CLASS
R




Customized coupling disk /EHItiBAE from 0.5Ghz to 6Ghz
Features:

* Miniaturization,Compact structure,High quality
NBUE, BEE, SRE

¢ High isolation,Low insertion loss and VSWR
ZIMEE. SFRE, RIGFE, 1RIEK

* Customized specification and outline
$ehRAl ZEHI

® RoHS compliant / 1ISO9001:2008 Certificate/ 1ISO14001:2004
1S09001: 2008 T & IAIE. 1S014001: 20043 FESIAIE. FFAROHSHRIME

* Suitable for the indoor and outdoor coverage system of cellular mobile communication
ERTER. EEEUARBHBERNELRS

Freq. Range  Coupling Insertion Loss VSMR  Isolaton Amp. Balance Phase Balance Input Power

(MHz) (dB.Max)  (dB.Max) (Max)  (dB.Min) (dB.Max) (DegMax)  (Watts.Max) Connector
03KDC-0.8/2.7G-17N | 800-2700 2612 2 1.45 50 1 +8° 30-70W N-F
03KDC-1.4/6G-17N | 1400-6000 2612 2 1.55 45 1 +8° 30-70W N-F
03KDC-1.6/6G-17N | 1600-6000 2612 2 1.55 45 1 +8° 30-70W N-F

Overcurrent through 10M-50M small signal Power Divider /& idE#KiE/NES10-50ML14388 from 0.5Ghz to 6Ghz

* Miniaturization,Compact structure,High quality
NBUE, BEMRE, BRE
* High isolation,Low insertion loss and VSWR

ZIMRE. SFRE, RIRFE, 1RIEK

® RoHS compliant / 1ISO9001:2008 Certificate/ ISO14001:2004
1509001 : 2008 R B IAIE. 15014001 : 2004FFEINIE, FFAROHSARAE

® Suitable for special military system equipment

ERTHHRERBRLRE
Freq. Range Insertion Loss  10M Insertion Loss Isolation VSMR ~ Amp.Balance Input Power Connector
(MHz) (dB.Max) (Max) (dB.Min) (dB.Max) (Deg.Max) (Watts.Max)

03KPD-0.95/4G-2X2S-10M-2S|  950-4000 25 15 20 1.4 1 0.5W | SMA-F
03KPD-0.95/4G-2X2S-10M-3S| 950-4000 3 1 20 1.5 1 0.5W SMA-F
03KPD-0.8/2.15-2SD 800-2150 0.5 0.5 20 1.3 1 10W SMA-F
03KPD-0.8/2.15-2SE 800-2150 0.5 0.5 20 1.3 1 10w SMA-F
03KPD-0.8/2.15-2SF 800-2150 0.5 0.5 20 1.3 1 10w SMA-F
03KPD-0.8/2.15-2SC 800-2150 0.5 0.5 20 1.3 1 10W SMA-F

Other components HE T4 from 0.56hz to 6Ghz

* Power inserter
HLIRHANRE

* Power inserter
e+ %

Freq. Range Insertion Loss  10M Insertion Loss Isolaton VSMR  Amp.Balance Input Power Connector

(MHz) (dB.Max) (Max) (dB.Min) (dB.Max) (Deg.Max) (Watts.Max)
03KAS-0.6/6G-3S 600-2700 1,3 0.5 18 1.3 4 10W N-F
03KDC-0.6/2.7G-DCIN 600-2700 (015 05 20 18 1 10W N-F
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